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Specifications T6010 Plus T6020 Plus T6030 Plus T6050 Plus T6070 Plus

New Holland engine*

No. of cylinders / Aspiration / Valves / Emmission level 4 / T / 2v / Tier II 4 / TI / 2v / Tier III 6 / TI / 2v / Tier III 6 / TI / 2v / Tier III 6 / TI / 2v / Tier III

Capacity (cm3) 4485 4485 6728 6728 6728

Bore and stroke (mm) 104x132 104x132 104x132 104x132 104x132

Rated Power - ISO 14396 - ECE R120 [kW/hp(CV)] 74/101 82/112 86/117 93/126 104/141

Max. Power - ISO 14396 - ECE R120 [kW/hp(CV)] 74/101 82/112 86/117 93/126 104/141

Rated engine speed (rpm) 2200 2200 2200 2200 2200

Max. Torque ISO 14396 - ECE R120 at 1400rpm (Nm) 400 455 516 560 625

Torque rise (%) 24 27 38 39 39

Fuel tank capacity / SuperSteer™ front axle (litres) 176 / 152 176 / 152 250 / 230 250 / 230 250 / 230

Service interval (hours) 600 600 600 600 600

Dual Command™ 40kph

Number of gears / with creeper (F / R) 24x24 / 48x48 24x24 / 48x48 24x24 / 48x48 24x24 / 48x48 –

Speed range / with creeper (kph) 1.64-40 / 0.163-40 1.64-40 / 0.163-40 1.64-40 / 0.163-40 1.64-40 / 0.163-40 –

Electro Command™ 40 / 40E / 50kph

Number of gears / with creeper (F / R) 16x16 / 32x32 16x16 / 32x32 16x16 / 32x32 16x16 / 32x32 16x16 / 32x32

Speed range / with creeper (kph) 2.27-40 / 0.225-40 2.27-40 / 0.225-40 2.27-40 / 0.225-40 2.27-40 / 0.225-40 2.27-40 / 0.225-40

17x16 Electro Command™ (50kph Direct drive) – – – O O

Active Electro Command™ (Auto features) O O O O O

Axles

4WD front axle l l l l l

Terraglide™ Front axle suspension – O O O O

SuperSteer™ Front axle O O O O O

Hydraulics

Fixed Displacement l l l l l

Main pump flow / Pump pressure (Lpm / Bar) 80 / 190 80 / 190 80 / 190 80 / 190 80 / 190

CCLS Closed Centre Load sensing O O O O O

Main pump flow / Pump pressure (Lpm / Bar) 113 / 210 113 / 210 113 / 210 113 / 210 113 / 210

Remote Valves

Deluxe / configurable l l l l l

Maximum number of rear valves 4 4 4 4 4

Joystick control and 2 mid-mount valves O O O O O

Linkage

Max. lift capacity at ball ends with links horizontal (kg) 7864 7864 7864 7864 7864

Continuous lift capacity through 

the range (610mm behind ball ends) (kg) 5284 5284 5284 5284 5284

Front linkage lift capacity at ball ends (kg) 3700 3700 3700 3700 3700

PTO

Engine speed at:

540 / 540E / 1000rpm (rpm) 1969 / 1546 / 2120 1969 / 1546 / 2120 1969 / 1546 / 2120 1969 / 1546 / 2120 1969 / 1546 / 2120

Auto operation / External activation l / l l / l l / l l / l l / l

Front PTO / Engines speed (rpm) 1000 / 2120 1000 / 2120 1000 / 2120 1000 / 2120 1000 / 2120

Cab

High top cab with opening visibility panel l l l l l

Air suspension seat l l l l l

Air conditioning l l l l l

Air recirculation filters l l l l l

Optimum cab noise level EC 77/311 70 70 73 73 73
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Turn radius at narrowest track setting

Optimum turn radius Standard 

and Terraglide™ front axle (mm) 4040 4040 4355 4355 4355

Optimum turn radius SuperSteer™ front axle (mm) 3755 3755 4145 4145 4145

Front axle turn angle Std. and Terraglide™ front axle (°) 55 55 55 55 55

Front axle turn angle SuperSteer™ front axle (°) 65 65 65 65 65

Dimensions** with cab

A Overall length inc. weight pack and 

rear linkage (all axle types) (mm) 4292 4292 4532 4532 4532

B Minimum width (mm) 1873 1873 1913 1913 1913

C Overall height (mm) 2726 2726 2770 2770 2770

F Ground clearance (mm) 427 427 478 478 478

D Wheelbase

Standard front axle (mm) 2412 2412 2652 2652 2652

Terraglide™ suspended front axle (mm) 2421 2421 2421 2421 2421

SuperSteer™ front axle (mm) 2520 2520 2520 2520 2520

E Track width

Front minimum (mm) 1407 1407 1407 1407 1407

Front maximum (mm) 2108 2108 2108 2108 2108

Rear min / max. (all axle types) (mm) 2030 2030 2030 2030 2030

Weights cab 4WD

Minimum unballasted weights

Standard front axle (kg) 4740 4760 5030 5030 5030

Terraglide™ suspended front axle (kg) 5040 5060 5330 5330 5330

SuperSteer™ front axle (kg) 5020 5040 5310 5310 5310

Max. permissible weight (kg) 9000 9000 9000 9000 9000

National restrictions apply.

* Developed by CNH Engine Corporation      ** Dimensions assume rear tyres: 16.9 R38 tyres on four-cylinder models; 18.4 R38 tyres on six-cylinder models.

l Standard          O Optional at extra cost          – Not available


